
Longitudinal Slabbing Machine
C

or
e 

H
an

dl
in

g 
an

d 
P

re
pa

ra
tio

n

Tel. +31 71 5813505 - Fax +31 71 3010802 - E-mail info@panterra.nl - Website http://www.panterra.nl

PanTerra Geoconsultants B.V. - Weversbaan 1-3, 2352 BZ Leiderdorp - The Netherlands 

Image for illustration only

Model: SLM-3000

The SLM-3000 is heavy-duty cutting machine designed for longitudinal reservoir core cutting. It uses a 
20” diameter diamond impregnated saw blade with a re-circulation coolant fluid pump to cut cores up to 
8” in diameter and 4.1 ft (1.5m) in length in to 1/2-1/2 or  2/3-1/3 slabs.
For a smooth and safe operation the machine is equipped with an automatic constant pressure feed 
mechanism, twelve high precision hardened steel ball bearings and a core clamp assembly.

Specifications

Power:   380 VAC, 50/60 Hz, 3kW
Saw depth:  150mm
Saw blades:  Diamond impregnated
Saw blade diameter: 500mm
Dimensions:  270 x 80 x 180 cm
Weight:   400kg
Saw feed:  Automatically with a constant   
    pressure feed.

Depth adjustment manually
Easy accessible core cutting settling tank.
Cooling labyrinth motor protection
Blade guard and a splash guard made of stainless steel.
Automatic controlled coolant fluid pump

Optional

Power:  380 VAC 50/60Hz, 5kW
Cutting length:  2.5m 
Automatic height adjustment
Special saw blades with different sizes 
and types for special applications.
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