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Electrical Properties Accessories
These accessories enable to do the measurements with the Electrical Properties System. It includes 
a High Precision Component Analyzer, Porous Discs, Humidifiers, Bladder type Accumulator and a 
Brine Preparation kit.

Specifications

HPCA-005
High Precision Component Analyzer
Test frequency    20 Hz 2 MHzz
Basic Accuracy   0.05%

HUM-020
Humidifiers for Air-Water systems
Max operating pressure  250 psig
Visual Magnetic water level indicator

ACC-100
Accumulator (bladder type)
Max. Operating pressure:  80 psig
Volume:    0.1 liter

PP-80
Ceramic discs
Pores:    80nm

HD-002
Handheld Density Meter
Accuracy:    +/- 0.001 g/cm3
Measurement range:  0 to 2 g/cm3
Resolution:   0.0001 g/cm3
Temperature range:   5-35oC

BPREP-5000
Brine Preparation Kit
Volume:    5 liter
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Elec t r ic a l  Proper t ies  Ac c essor ies
These accessories enable to do the measurements with the Electrical Properties System. It includes 
a High Precision Component Analyzer, Porous Discs, Humidifiers, Bladder type Accumulator and a 
Brine Preparation kit.

Spec i f ic at ions

HPC A-0 05
Hig h P rec isi on Com pon ent  An aly zer
Test frequency    20 Hz 2 MHzz
Basic Accuracy   0.05%

HUM -02 0
Hum idi fie rs for  Ai r-W ate r s yst ems
Max operating pressure  250 psig
Visual Magnetic water level indicator

ACC -10 0
Acc umu lat or (bl add er typ e)
Max. Operating pressure:  80 psig
Volume:    0.1 liter

PP-80
Cer ami c d isc s
Pores:    80nm

HD- 002
Han dhe ld Den sit y M ete r
Accuracy:    +/- 0.001 g/cm3
Measurement range:  0 to 2 g/cm3
Resolution:   0.0001 g/cm3
Temperature range:   5-35oC

BPR EP-500 0
Bri ne Pre par ati on Kit
Volume:    5 liter


