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Model:  EPro-5
  PCP-12
 
This system enables to do the determination of Cementation Factors ‘m’, Saturation Exponents ‘n’ and 
capillary pressure curves on plug samples. Additionally the equipment can also be configured for liquid 
permeability, Co/Cw and Poroperm at confining stresses. 

The system includes five hydrostatic core holders, a confining pressure pump, each core holder with an 
individual pressure gauge and for the low confining pressures a high precision digital pressure transmit-
ter is installed.

Quick connectors and 12 pressure lines makes selecting capillary pressures efficiently. A table-model 
Pressure Control Panel controls each of the twelve pressure lines, with high precision regulators and 
pressure transmitters.

The EPro-5 in conjunction with the PCP-12 is especially suitable for laboratories that aim for expanding. 
Flexible tubing can be used to connect more EPro-5 Systems on the Pressure Regulating Panel.

Specifications

EPro-5      Electrical Properties System

Power:   80…250 V AC/DC, ±10%, VA
Overburden pressure: 10,000 psi
Standard Sample Diameters: 1.0”, 1.5” (others on request)
Max. sample length:  3”
Confining pump:  10,000 psig
Bourdon Tube Pressure Gauges: 
   0-10,000 psig
Digital Pressure Transducer 
Confining Pressure:  0-2,000 psig, lin. FS ±0.25%
Temperature:  Ambient condition
Wetted Materials:  316 Stainless Steel and Peek

Optional Accessories: Bladder Accumulator, Brine  
properties kit, humidifiers.

PCP-12          Pressure Control Panel

Power:  80…250 V AC/DC, ±10%, VA
Regulators: 4 x Precision regulators (0.3 - 7 psi) 
  4 x Precision regulators (  1 - 60 psi)
  4 x Regulators (10 - 250 psi)  

Pressure
transmitters: 4 x 0-10  psig Transmitter (FS ±0.1%)
  4 x 0-50  psig Transmitters (FS ±0.5%)

  4 x 0-240psig Transmitters (FS ±0.5%) 
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Model:   EPro-5
  PCP-12

This system enables to do the determination of Cementation Factors ‘m’, Saturation Exponents ‘n’ and 
capillary pressure curves on plug samples. Additionally the equipment can also be configured for liquid 
permeability, Co/Cw and Poroperm at confining stresses. 

The system includes five hydrostatic core holders, a confining pressure pump, each core holder with an 
individual pressure gauge and for the low confining pressures a high precision digital pressure transmit-
ter is installed.

Quick connectors and 12 pressure lines makes selecting capillary pressures efficiently. A table-model 
Pressure Control Panel controls each of the twelve pressure lines, with high precision regulators and 
pressure transmitters.

The EPro-5 in conjunction with the PCP-12 is especially suitable for laboratories that aim for expanding. 
Flexible tubing can be used to connect more EPro-5 Systems on the Pressure Regulating Panel.

Spec i f ic at ions

EPro -5      El ec tr ic al  Pro pe rt ie s Sy st em

Power:   80…250 V AC/DC, ±10%,0%, VA
Overburden pressure: 10,000000 ps psi
Standard Sample Diameterters: s: 1.01.0”, ”, 1.51.5” (” (othothers on request)
Max. sample le lengthgth:  3”
Confining pump:mp:  1  10,00,000 00 psipsigg
Bourdon Tube Pr Pressessureure Ga Gaugeuges: 
   0-10,000 psig
Digital Pressure Transducer 
Confininging Pressure:  0-2,00,000 p0 psig, lin. FS ±0.25%
TemTemperatuature:  Ambient condition
WetWettedted Materials:  316 Stainless Steel and Peek

Optional Accessories: Bladder Accumulator, Brine  
properties kit, humidifiers.

PCP-12           Pr es su re  Con tr ol  Pan el

Power:  80…250 V AC/DC, ±10%, VA
Regulators: 4 x Precision regulators (0.3 - 7 psi) 
  4 x Precision regulators (  1 - 60 psi)
  4 x Regulators (10 - 250 psi)  

Pressure
tratransmitters: 4 x 0-10  psig Transmitter (FS ±0.±0.1%)
  4 x 0-50  psig Transmitters (FS ±0 ±0.5%.5%)

  4 x 0-240psig Transmitters (FS ±0.5%)


