
Humidity Ovens
C

or
e 

H
an

dl
in

g 
an

d 
P

re
pa

ra
tio

n

Tel. +31 71 5813505 - Fax +31 71 3010802 - E-mail info@panterra.nl - Website http://www.panterra.nl

PanTerra Geoconsultants B.V. - Weversbaan 1-3, 2352 BZ Leiderdorp - The Netherlands 

Model: HUM-Series

The HUM-Series comes in three double door standard sizes of humidity and temperature-controlled 
chambers (108l, 153l and 246l). These chambers are designed for humidity controlled drying of 
reservoir rock samples containing clays and shale. Humidity and temperature are controlled with a 
state of the art active humidity control system, which guarantees reliable temperature control.

Specifications

Temperature Range:   20°C up to 160°C
Temperature variation:  < ± 0.1 °C
Active humidity control range:  20%-95% rh
Sizes:    560 x 480 x 400 mm / 108 liters
    480 x 640 x 500 mm / 153 liters
    640 x 640 x 246 mm / 246 liters
Voltage:    230V (+/-10%), 50/60Hz
Power rating:   108 liters: ca 1.000W
    153 liters: ca 1.500W
    246 liters: ca 2.000W

Multiple over temperature protection.
Interior made of stainless steel.
2 high-grade platinum temperature sensors.
Visual and acoustic alarm in case of over-/undertemperature, excess/lack of - Humidity, if water 
tank is empty or if door is opened.
Internal log memory with 1024kB to save temperature, humidity and error states, with 
timestamp to the minute.
Calibration certificate for 60 °C.
Humidity and temperature is controlled with a multifunctional, fuzzy supported PID Process 
controller, with permanent performance adjustments and integrated self-diagnosis system.
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